Class 5 wood pole

Provide cable drip loop

(min. 300 mm dia.)
Weatherhead «\

Photocell — 50 mm rigid galvanized steel
conduit to protect 3-1/c #4
copper underground conductor
and ground wire.
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AV

20 mm rigid galvanized steel conduit
to protect #10 copper conductors.

Height will vary according to pole
locations and utility requirements

Multiple relay switch

Meter if
required See Typical Cabinet Wiring Type I
g 50 mm rigid galv.
steel conduit.
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SERVICE POINT
TYPE 1

600

50 mm galvanized steel
conduit riser grounding
bushing cable-duct.

#6 bare copper grounding wire from ground
rod up riser to weatherhead or switch box.

15 mm x 24 m copperweld ground rod

TYPICAL ENTRY INTO RISER

(POLE AND STRUCTURE)

Photo cell

f Condulet

Conduit

DETAIL C

DETAIL B

All dimensions are in mm unless otherwise specified.

INDIANA DEPARTMENT OF TRANSPORTATION

LIGHT SERVICE POINT DETAILS

MARCH 1995

STANDARD DRAWING No. 807-LTSP-01

. s/ Anthony L._Uremovich 3-01-95
Archived [&s s aater o

/s/ Donald W. Lucas 3-01-95

| Source Sheet:

MT6B

TR CHI EF H GHMAY ENG NEER DATE

[DESI GN STANDARDS ENG




	Archived: Archived


